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VDE-insulated telephone pliers
Up to 1,000 V (AC) and 1,500 V (DC)
Protective insulation according to IEC 900, DIN EN 60900
•  Drop-forged from high-quality special tool steels
•  Safety handles with ergonomic and non-slip TPE VDE 

sleeve
•  Made from shockproof, heat- and cold-resistant, non-

flammable, cadmium-free TPE (thermoplastic elastomer)
•  Elastic grip zone and hard core
•  Highly-polished surface
•  Nickel-chromium electro-galvanised coating protects 

against corrosion

Technical data
Cutting performance
Conductor diameter, max. (H) mm
Conductor diameter, max. (MH) mm
Tool data
Cutter hardness -
Total length mm
Weight g
Note

Ordering data
Version

Note

FRZ SG 160 / FRZ SG 200
Bent half-round-nose pliers with cutter (telephone pliers)

Bent telephone pliers with cutter
acc. to DIN ISO 5745
•  Half-rounded jaws
•  Serrated gripping surfaces
•  Tip bent at 45°
•  Cutting edges inductively hardened to approx. 60 HRC
•  Special tool for steel

FRZ SG 160 FRZ SG 200
1.6 1.8
2.5 2.8

60 60
160 200
162 207
(MH) medium-hard wire; (H) hard wire; (P) piano wire

Type Qty. Order No.
FRZ SG 160 1 9046390000
FRZ SG 200 1 9046400000

FRZ S 160 / FRZ S 200
Half-round-nose pliers with cutter (telephone pliers)

Telephone pliers with cutter to DIN ISO 5745
•  Half-rounded jaws
•  Serrated gripping surfaces
•  Cutting edges inductively hardened to approx. 60 HRC
•  Special tool for steel

FRZ S 160 FRZ S 200
1.6 1.8
2.5 2.8

60 60
160 200
170 224
(MH) medium-hard wire; (H) hard wire; (P) piano wire

Type Qty. Order No.
FRZ S 160 1 9046370000
FRZ S 200 1 9046380000
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VDE-insulated telephone pliers


